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other deposits. The unit includes the
riser, reactor, regenerator, air blowers,
spent catalyst or contact material
stripper, catalyst or contact material
recovery equipment, and regenerator
equipment for controlling air pollutant
emissions and for heat recovery.

(n) Fluid catalytic cracking unit cata-
lyst regenerator means one or more re-
generators (multiple regenerators)
which comprise that portion of the
fluid catalytic cracking unit in which
coke burn-off and catalyst or contact
material regeneration occurs, and in-
cludes the regenerator combustion air
blower(s).

(0) Fresh feed means any petroleum
derivative feedstock stream charged di-
rectly into the riser or reactor of a
fluid catalytic cracking unit except for
petroleum derivatives recycled within
the fluid catalytic cracking unit,
fractionator, or gas recovery unit.

(p) Contact material means any sub-
stance formulated to remove metals,
sulfur, nitrogen, or any other contami-
nant from petroleum derivatives.

(q) Valid day means a 24-hour period
in which at least 18 valid hours of data
are obtained. A ‘‘valid hour’ is one in
which at least 2 valid data points are
obtained.

[39 FR 9315, Mar. 8, 1974, as amended at 43 FR
10868, Mar. 15, 1978; 44 FR 13481, Mar. 12, 1979;
45 FR 79453, Dec. 1, 1980; 54 FR 34027, Aug. 17,
1989; 73 FR 35865, June 24, 2008; 77 FR 56463,
Sep. 12, 2012]

§60.102 Standard for particulate mat-
ter.

Each owner or operator of any fluid
catalytic cracking unit catalyst regen-
erator that is subject to the require-
ments of this subpart shall comply
with the emission limitations set forth
in this section on and after the date on
which the initial performance test, re-
quired by §60.8, is completed, but not
later than 60 days after achieving the
maximum production rate at which the
fluid catalytic cracking unit catalyst
regenerator will be operated, or 180
days after initial startup, whichever
comes first.

(a) No owner or operator subject to
the provisions of this subpart shall dis-
charge or cause the discharge into the
atmosphere from any fluid catalytic
cracking unit catalyst regenerator:

§60.104

(1) Particulate matter in excess of 1.0
kg/Mg (2.0 1b/ton) of coke burn-off in
the catalyst regenerator.

(2) Gases exhibiting greater than 30
percent opacity, except for one six-
minute average opacity reading in any
one hour period.

(b) Where the gases discharged by the
fluid catalytic cracking unit catalyst
regenerator pass through an inciner-
ator or waste heat boiler in which aux-
iliary or supplemental liquid or solid
fossil fuel is burned, particulate matter
in excess of that permitted by para-
graph (a)(1) of this section may be
emitted to the atmosphere, except that
the incremental rate of particulate
matter emissions shall not exceed 43
grams per Gigajoule (g/GJ) (0.10 1b/mil-
lion British thermal units (Btu)) of
heat input attributable to such liquid
or solid fossil fuel.

[39 FR 9315, Mar. 8, 1974, as amended at 42 FR
32427, June 24, 1977; 42 FR 39389, Aug. 4, 1977;
43 FR 10868, Feb. 15, 1978; 54 FR 34027, Aug. 17,
1989; 656 FR 61753, Oct. 17, 2000; 73 FR 35866,
June 24, 2008]

§60.103 Standard for carbon mon-
oxide.

Each owner or operator of any fluid
catalytic cracking unit catalyst regen-
erator that is subject to the require-
ments of this subpart shall comply
with the emission limitations set forth
in this section on and after the date on
which the initial performance test, re-
quired by §60.8, is completed, but not
later than 60 days after achieving the
maximum production rate at which the
fluid catalytic cracking unit catalyst
regenerator will be operated, or 180
days after initial startup, whichever
comes first.

(a) No owner or operator subject to
the provisions of this subpart shall dis-
charge or cause the discharge into the
atmosphere from any fluid catalytic
cracking unit catalyst regenerator any
gases that contain carbon monoxide
(CO) in excess of 500 ppm by volume
(dry basis).

[64 FR 34027, Aug. 17, 1989, as amended at 55
FR 40175, Oct. 2, 1990]

§60.104 Standards for sulfur oxides.

Each owner or operator that is sub-
ject to the requirements of this subpart
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